
�" �"

SIDE VIEW END VIEW

DETAIL "C" STOP DETAIL

�"

´ �" x 1�" x 3�"

reinforced and grouted. 

closed position when at lower grade point.

DETAIL "B"
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SECTION D-D

CHANNEL MOUNTING HOLE

SEE

TOP OF FOOTING

OR PILE CAP
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3
"

DETAIL "B"

SECTION A-A

GRADE

FINISHED

N
o
t
e
 

A

2
"

3"

2
"

�
"

1"

�"

DETAIL "A"

4"
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1�"

C
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SECTION C-C

CHANNEL MOUNTING HOLE

When sound wall as measured from the

7�"

*

SECTION B-B

GATE ELEVATION - BACK

bottom of the gate opening exceeds 6’-8"

or 7’-0", see 5’-0" GATE DETAILS (2) sheet.

2’-0" 2’-0"

9"

1
�

"
–

5’-0" GATE-DETAILS

3" Typ A

A

G G

BB

STOP DETAIL

SEE DETAIL "C"

STOP DETAIL

SEE DETAIL "C"

2
’
-
3
"
–

*
2-�" Ø studs, see DETAIL "A"

 9" Long channel attached with

STUDS, SEE DETAIL "B" 

ATTACHED WITH 5-�" Ø

9’-9" LONG CHANNEL

supporting steel channels are

mounted shall be smooth faced
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Typ
Typ

3"

SECTION G-G

9"

1�"

see Standard Plan B15-11.

For location of nylon finishing washers,

FLANGE AS SHOWN.

END. BEND AND WELD VERTICAL

CUT CHANNEL TO FORM TAPERED

� �" Ø HOLES FOR �" Ø

END OF

CHANNEL

GATE

NEOPRENE TUBING

SEE DETAIL "C" STOP DETAIL
12 Ga STEEL CHANNEL

4 EQUAL SPACES

� GATE OPENING

1
’
-
0
"

 
M
a
x

Reinf

BOND BEAM

#5 x 10’-6"

V
A

R
I
E

S
 
-
 

N
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E
 

A

6
’
-
8
"
 

M
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x
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C
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7
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F
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R
 
6
"
 
B

L
O

C
K

� GATE OPENING

FINISHED

GRADE

4’-0" WALL OPENING

5’-0" GATE

TOP OF SOUND WALL, SEE NOTE A

3 EQUAL SPACES

FLUSH METAL PULL

MOUNT ON OPPOSITE FACE

METAL GATE FRAME, SEE

(2) SHEET

SEE DETAIL "C" STOP DETAIL

12 Ga STEEL CHANNEL

TOP OF WALL

NOTE A

ON EACH EDGE
12 Ga METAL FRAME

(DF LARCH, GRADE #2)

ANCHORS, SEE DETAIL "A" 

STUDS WITH EXPANSION

CHANNEL WITH 4-�" Ø

5’-0" LONG, 12 Ga STEEL

BOLTS WITH Hex HEADS

SEE DETAIL "A"

1�" ID

1�"

�"

1"

12 Ga METAL FRAME

ON EACH EDGE

12 Ga STEEL CHANNEL

BOTTOM OF

GATE OPENING

GATE ROLLER

1
"

4"

3"

2
" 2
�

"

4
"

1
�

"

NUT Typ

LOCK WASHERS AND Hex

1�" Dia CUT WASHERS,

EXPANSION ANCHORS,

�" Ø STUDS WITH

12 Ga STEEL CHANNEL

NYLON FINISHING WASHER

�" Dia Min MOUNTED

WITH COUNTERSUNK WOOD

SCREW. WASHER THICKNESS

AS REQUIRED TO PROVIDE

SNUG BUT NOT BINDING FIT.

WOOD SCREWS

4-#10 x 1�"

1�"– x 3�"–

2" x 6" T & G 

Hex NUT Typ

LOCK WASHERS AND

1�" Dia CUT WASHERS,

EXPANSION ANCHORS,

�" Ø STUDS WITH

BOTTOM EDGE
AT TOP AND
NO T & G
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NOTE:

NOTE A:

SOUND WALL MASONRY BLOCK

ON FOOTING OR PILE CAP
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9-22-15

Those blocks upon which the

3-31-16

1.  Gate mounted on sloping grade shall be oriented to be in 

2.  Two masonry cells adjacent to each side of gate to be

on the mounting side.

3
4
2

DETAILS (1)
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